
SO-DG-010

SO-DG-009

多杆合一系列
The one pole series
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赛鸥08

●采用超高导热系数的铝合金散热器，确保 LED 光源产生的热量更快
散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能 60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和人眼
的健康；
●适用场所：高速公路、主干道、次干道、支路等。
●Aluminum alloy radiator with high thermal conductivity, ensure the heat 
generated from the LED source faster distribution;
●High performance parameters: the use of imported high efficiency chip 
patents, compared with the traditional street lamp energy saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, 
the illumination is uniform and there is no spot phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more 
conducive to environmental protection and human eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

产品说明 Product description

结构尺寸 Outline dimensions

光强分布曲线 Light Dislributin

电源/Power source AC85～260V/50～60Hz

LED结温/ LED junction temperature ＜60℃

LED发光效率/LED luminous efficiency ＞170 Lm/W

灯具出光效率/Light output efficiency of light ＞90%

色温/Color temperature 4000K-6500K

显色性/Color rendering Ra＞75

功率因素/Power factor ＞0.95

防护等级/Protection class IP65

工作环境温度/Operating temperature -40℃～+50℃

抗风指数/Wind Index 12级

灯具寿命/Lamp life ＞50000h

技术参数 Technical parameters

道路灯系列
Road lamp series
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产品说明
Product description

●采用超高导热系数的铝合金散热器，确保 LED 光源产生的热量更快散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能 60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和人眼的健康；
●适用场所：高速公路、主干道、次干道、支路等。

●Aluminum alloy radiator with high thermal conductivity, ensure the heat generated from the LED source faster distribution;
●High performance parameters: the use of imported high effi ciency chip patents, compared with the traditional street lamp energy saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, the illumination is uniform and there is no spot phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more conducive to environmental protection and human eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

SO-DL-001     高度 :9-13 米   功率：2×150W LED SO-DL-002     高度 :9-13 米   功率：2×150W LED

SO-DL-003
高度 :8-11 米   

功率：150W LED

道路灯系列
Road lamp series
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SO-DL-004     高度 :9-13 米   功率：2×150W LED

SO-DL-005     高度 :8-11 米   功率：120W LED

SO-DL-006
高度 :9-13 米   

功率：2X150W LED

道路灯系列
Road lamp series
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赛鸥 15

结构尺寸 Outline dimensions

●采用超高导热系数的铝合金散热器，确保 LED 光源产生的热量更快
散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能 60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和人眼
的健康；
●适用场所：高速公路、主干道、次干道、支路等。
●Aluminum alloy radiator with high thermal conductivity, ensure the heat 
generated from the LED source faster distribution;
●High performance parameters: the use of imported high efficiency chip 
patents, compared with the traditional street lamp energy saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, 
the illumination is uniform and there is no spot phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more 
conducive to environmental protection and human eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

产品说明 Product description 光强分布曲线 Light Dislributin

电源/Power source AC85～260V/50～60Hz

LED结温/ LED junction temperature ＜60℃

LED发光效率/LED luminous efficiency ＞170 Lm/W

灯具出光效率/Light output efficiency of light ＞90%

色温/Color temperature 4000K-6500K

显色性/Color rendering Ra＞75

功率因素/Power factor ＞0.95

防护等级/Protection class IP65

工作环境温度/Operating temperature -40℃～+50℃

抗风指数/Wind Index 12级

灯具寿命/Lamp life ＞50000h

技术参数 Technical parameters

道路灯系列
Road lamp series
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产品说明
Product description

●采用超高导热系数的铝合金散热器，确保 LED 光源产生的热量更快散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能 60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和人眼的健康；
●适用场所：高速公路、主干道、次干道、支路等。

●Aluminum alloy radiator with high thermal conductivity, ensure the heat generated from the LED source faster distribution;
●High performance parameters: the use of imported high effi ciency chip patents, compared with the traditional street lamp energy saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, the illumination is uniform and there is no spot phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more conducive to environmental protection and human eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

SO-DL-007     高度 :9-13 米   功率：2×150W LED SO-DL-008    高度 :9-13 米   功率：150W+90W LED

SO-DL-009    
高度 :9-13 米   

功率：2X120W LED

道路灯系列
Road lamp series
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SO-DL-010    高度 :9-13 米   功率：2×150W LED

SO-DL-011    
高度 :9-13 米   

功率：2X120W LED

道路灯系列
Road lamp series
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赛鸥 16

结构尺寸 Outline dimensions

●采用超高导热系数的铝合金散热器，确保 LED 光源产生的热量更快
散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能 60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和人眼
的健康；
●适用场所：高速公路、主干道、次干道、支路等。
●Aluminum alloy radiator with high thermal conductivity, ensure the heat 
generated from the LED source faster distribution;
●High performance parameters: the use of imported high efficiency chip 
patents, compared with the traditional street lamp energy saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, 
the illumination is uniform and there is no spot phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more 
conducive to environmental protection and human eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

产品说明 Product description 光强分布曲线 Light Dislributin

电源/Power source AC85～260V/50～60Hz

LED结温/ LED junction temperature ＜60℃

LED发光效率/LED luminous efficiency ＞170 Lm/W

灯具出光效率/Light output efficiency of light ＞90%

色温/Color temperature 4000K-6500K

显色性/Color rendering Ra＞75

功率因素/Power factor ＞0.95

防护等级/Protection class IP65

工作环境温度/Operating temperature -40℃～+50℃

抗风指数/Wind Index 12级

灯具寿命/Lamp life ＞50000h

技术参数 Technical parameters

道路灯系列
Road lamp series
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SO-DL-012     高度 :8-11 米   功率：120W LED

SO-DL-013     高度 :9-13 米   功率：2X120W LED

SO-DL-014
高度 :9-13 米   

功率：2X120W LED

道路灯系列
Road lamp series
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●采用超高导热系数的铝合金散热器，确保 LED 光源产生的热量更快散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能 60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和人眼的健康；
●适用场所：高速公路、主干道、次干道、支路等。
●Aluminum alloy radiator with high thermal conductivity, ensure the heat generated from the LED source faster distribution;
●High performance parameters: the use of imported high efficiency chip patents, compared with the traditional street lamp energy 
saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, the illumination is uniform and there is no spot 
phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more conducive to environmental protection and human 
eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

产品说明
Product description

SO-DL-016    高度 :9-13 米   功率：2×150W LED SO-DL-017     高度 :9-13 米   功率：2×150W LED

SO-DL-015    
高度 :9-13 米   
功率：2X150W LED

道路灯系列
Road lamp series
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●采用超高导热系数的铝合金散热器，确保 LED 光源产生的热量更快散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能 60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和人眼的健康；
●适用场所：高速公路、主干道、次干道、支路等。
●Aluminum alloy radiator with high thermal conductivity, ensure the heat generated from the LED source faster distribution;
●High performance parameters: the use of imported high efficiency chip patents, compared with the traditional street lamp energy 
saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, the illumination is uniform and there is no spot 
phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more conducive to environmental protection and human 
eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

产品说明
Product description

SO-DL-019    高度 :9-13 米   功率：2×150W LED SO-DL-020    高度 :9-13 米   功率：2×150W LED

SO-DL-018    
高度 :9-13 米   
功率：2X150W LED

道路灯系列
Road lamp series
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●采用超高导热系数铝合金散热器，确保 LED 光源产生的热量更
快散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能
60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和
人眼的健康；
●适用场所：高速公路、主干道、次干道、支路等。

●Aluminum alloy radiator with high thermal conductivity, ensure the heat generated 
from the LED source faster distribution;
●High performance parameters: the use of imported high efficiency chip patents, 
compared with the traditional street lamp energy saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, the 
illumination is uniform and there is no spot phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more 
conducive to environmental protection and human eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

产品说明
Product description

SO-DL-021    高度 :9-13 米   功率：180W+120W LED

SO-DL-023    
高度 :9-13 米   
功率：2X150W LED

SO-DL-022     高度 :9-13 米   功率：180W+120W LED

道路灯系列
Road lamp series
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●采用超高导热系数铝合金散热器，确保 LED 光源产生的热量更
快散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能
60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和
人眼的健康；
●适用场所：高速公路、主干道、次干道、支路等。

●Aluminum alloy radiator with high thermal conductivity, ensure the heat generated 
from the LED source faster distribution;
●High performance parameters: the use of imported high efficiency chip patents, 
compared with the traditional street lamp energy saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, the 
illumination is uniform and there is no spot phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more 
conducive to environmental protection and human eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

产品说明
Product description

SO-DL-024     高度 :9-13 米   功率：2X150W LED

SO-DL-026     
高度 :9-13 米   
功率：150W+90W LED

SO-DL-025     高度 :9-13 米   功率：2X150W LED

道路灯系列
Road lamp series
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产品说明
Product description

●采用超高导热系数的铝合金散热器，确保 LED 光源产生的热量更快散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能 60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和人眼的健康；
●适用场所：高速公路、主干道、次干道、支路等。

●Aluminum alloy radiator with high thermal conductivity, ensure the heat generated from the LED source faster distribution;
●High performance parameters: the use of imported high effi ciency chip patents, compared with the traditional street lamp energy saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, the illumination is uniform and there is no spot phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more conducive to environmental protection and human eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

SO-DL-027    高度 :9-13 米   功率：2×150W LED SO-DL-028     高度 :9-13 米   功率：2X150W LED

SO-DL-029
高度 :8-11 米   

功率：150W LED

道路灯系列
Road lamp series

56 57地址：江苏省高邮市高新技术产业开发区丹榉路 1 号 手机：(0)13951056999

http://www.saiougroup.com    E-mail : jssaiou@163.com



●采用超高导热系数的铝合金散热器，确保 LED 光源产生的热量更快散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能 60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和人眼的健康；
●适用场所：高速公路、主干道、次干道、支路等。
●Aluminum alloy radiator with high thermal conductivity, ensure the heat generated from the LED source faster distribution;
●High performance parameters: the use of imported high effi ciency chip patents, compared with the traditional street lamp 
energy saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, the illumination is uniform and there is no spot 
phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more conducive to environmental protection and human 
eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

产品说明
Product description

SO-DL-030     高度 :9-13 米   功率：2×150W LED SO-DL-031    高度 :8-11 米   功率：150W LED

SO-DL-032    
高度 :9-13 米   

功率：2X150W LED

道路灯系列
Road lamp series
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●采用超高导热系数的铝合金散热器，确保 LED 光源产生的热量更快散发 ;
●高性能参数：采用进口高效芯片专利封装，比传统路灯节能 60％；
●专利配光设计：路面均匀度达到 0.7 以上，照度均匀无光斑现象 ;
●显色性高：还原物体本来颜色，美化城市环境 ;
●环保健康：LED 无汞、无紫外线、无辐射，更有利于环境保护和人眼的健康；
●适用场所：高速公路、主干道、次干道、支路等。
●Aluminum alloy radiator with high thermal conductivity, ensure the heat generated from the LED source faster distribution;
●High performance parameters: the use of imported high effi ciency chip patents, compared with the traditional street lamp energy saving 60%;
●The design of the patent distribution: the uniformity of pavement is above 0.7, the illumination is uniform and there is no spot phenomenon.;
●Color: reducing the original color of the object, beautify the city environment;
●Environmental health: LED no mercury, no ultraviolet, no radiation, is more conducive to environmental protection and human eye health;
●Applicable places: highway, main trunk, secondary roads, roads, etc..

产品说明
Product description

SO-DL-035    
高度 :8-11 米   功率：150W LED

SO-DL-0034    
高度 :8-11 米   功率：150W+90W LED

SO-DL-033     
高度 :8-11 米   功率：2X150W LED

SO-DL-036    
高度 :9-13 米   

功率：2X150W LED

道路灯系列
Road lamp series
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