
SO-ZMQ-001

SO-ZMQ-005

SO-ZMQ-009

SO-ZMQ-013

SO-ZMQ-017

SO-ZMQ-021

SO-ZMQ-002

SO-ZMQ-006

SO-ZMQ-010

SO-ZMQ-014

SO-ZMQ-018

SO-ZMQ-022

SO-ZMQ-003

SO-ZMQ-007

SO-ZMQ-011

SO-ZMQ-015

SO-ZMQ-019

SO-ZMQ-023

SO-ZMQ-004

SO-ZMQ-008

SO-ZMQ-012

SO-ZMQ-016

SO-ZMQ-020

SO-ZMQ-024
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型号 Type BD250M-32 BD255M-32  BD260M-32  BD265M-32  BD270M-32  BD275M-32  
峰值功率 250W 255W 260W 265W 270W 275W
功率公差 ±3% ±3% ±3% ±3% ±3% ±3%
开路电压 59.9V 60.7V 61.6V 61.9V 62.3V 59.8V
短路电流 5.58A 5.60A 5.63A 5.72A 5.84A 6.16A
峰值电压 47.9V 48.3V 49.2V 49.5V 49.9V 50.3V
峰值电流 5.22A 5.28A 5.29A 5.35A 5.41A 5.47A
电池片转换效率 17.4% 17.6% 18% 18.40% 18.8% 19.00%
组件效率 14.93% 15.23% 15.52% 15.82% 16.12% 16.42%
最大系统电压 1000VDC
型号 6"(125mm)*6"(125mm)mono 96pcs(8*12)
旁路二极管 4pcs 9A
峰值功率温度系数 -0.47%/℃
开路电压温度系数 -0.38%/℃
短路电流温度系数 -0.10%/℃
电池正常工作温度 45℃ (±2)
标准测试条件 辐照度 1000W/M², 光谱分布 AM1.5，太阳能电池表面温度 25℃

型号 BD215P-20 BD220P-20 BD225P-20  BD230P-20  BD235P-20 BD240P-20  
峰值功率 215W 220W 225W 230W 235W 240W
功率公差 ±3% ±3% ±3% ±3% ±3% ±3%
开路电压 36.5V 37.0V 37.0V 37.0V 37.0V 37.2V
短路电流 8.03A 8.10A 8.16A 8.22A 8.29A 8.33A
峰值电压 29.3V 29.5V 29.6V 29.8V 30.0V 30.2V
峰值电流 7.34A 7.45A 7.60A 7.72A 7.83A 7.95A
电池片转换效率 15.0% 15.4% 15.8% 16.2% 16.4% 16.8%
组件效率 13.21% 13.52% 13.83% 14.14% 14.44% 14.75%
最大系统电压 1000VDC
型号 6"(156mm)*6"(156mm)poly 60pcs(6*10)
旁路二极管 3pcs 9A
峰值功率温度系数 -0.38%/℃
开路电压温度系数 -0.32%/℃
短路电流温度系数 -0.08%/℃
电池正常工作温度 45℃ (±2)
标准测试条件 辐照度 1000W/M², 光谱分布 AM1.5，太阳能电池表面温度 25℃

表面最大负载  2400Pa  
冰雹撞击测试 227 克球从 1 米高处坠落
玻璃类型 透光率高，含铁量低，3.2mm 钢化玻璃
边框 铝合金
尺寸 1580mm( 长 )X1060mm( 宽 )X45mm( 高 )
重量 22.5kgs
绝缘电压 3600VDCmax
工作温度 -40℃ +85℃
储存温度 -40℃ +85℃
电缆长度 1000mm

表面最大负载  2400Pa  
冰雹撞击测试 227 克球从 1 米高处坠落
玻璃类型 透光率高，含铁量低，3.2mm 钢化玻璃
边框 铝合金
尺寸 1580mm( 长 )X1060mm( 宽 )X45mm( 高 )
重量 22.5kgs
绝缘电压 3600VDCmax
工作温度 -40℃ +85℃
储存温度 -40℃ +85℃
电缆长度 1000mm

电力参数

机械参数 机械参数

电力参数

MONO-CRYSTALLINE SOLAR PAME
单晶硅太阳能电池板

POLY-CRYSTALLINE SOLAR PAME
多晶硅太阳能电池板

太阳能路灯系列
Solar road lamp series
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太阳能路灯系列
Solar road lamp series
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●柔性太阳能路灯是一款造型美观、功能实用、耐候性强的太阳能路灯。
●时尚、现代的外观设计，灯体主要结构采用高压铸铝组成，经过 VCL 喷涂工艺，具
有抗冲击、耐腐蚀的优点。
●采用柔性薄膜电池技术，节能环保、高光电转换效率，可在弱光条件下发电，在阴
霾气候条件下能连续工作 5-7 天。

SOfT fILM SOLAR ENERgY
软膜太阳能

INTEgRATEd SOLAR ENERgY
一体化太阳能

● flexible solar street lamp is a solar street lamp with beautiful shape, practical function and 
strong weather resistance.
● fashionable and modern appearance design. The main structure of the lamp body is made 
of high-pressure cast aluminum. After VCL spraying process, it has the advantages of impact 
resistance and corrosion resistance.
● adopt flexible membrane battery technology, energy saving and environmental protection, 
high photoelectric conversion efficiency, can generate electricity under low light conditions, and 
can work continuously for 5-7 days under haze climate conditions.

SO-TYN-001 SO-TYN-003

SO-TYN-002

太阳能路灯系列
Solar road lamp series
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SOfT fILM SOLAR ENERgY
软膜太阳能

SO-TYN-004 SO-TYN-005

SO-TYN-006

太阳能路灯系列
Solar road lamp series
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● 光源离地高度：5-8m
● 适用光源：LED
● 太阳能电池：高转换率单晶硅或多晶硅太阳能电池组件
● 蓄电池：全密封免维护铅酸蓄电池
● 控制系统：微型电脑智能控制
● 照明时间：8-10 小时
● 适用地区：年日照时间大于 2200 小时的地区
● 环境温度：-20℃ ~60℃
● 风机：400W

● Light from the ground height: 5-8m
● Applicable light source: LED
● Solar cells: high conversion rate monocrystalline silicon or polycrystalline silicon 
solar cell components
● Battery: fully sealed maintenance-free lead-acid batteries
● Control system: microcomputer intelligent control
● Lighting time: 8-10 hours
● Applicable areas: the sunshine time is greater than 2200 hours of the region
● Ambient temperature: -20 ℃ ~ 60 ℃
●  Fan: 400W

风光互补路灯系列
Wind-solar Street Lamp Series

SO-TYN-008 SO-TYN-009SO-TYN-007

SO-TYN-010

太阳能路灯系列
Solar road lamp series
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● 光源离地高度：5-8m
● 适用光源：LED
● 太阳能电池：高转换率单晶硅或多晶硅太阳能电池组件
● 蓄电池：全密封免维护铅酸蓄电池
● 控制系统：微型电脑智能控制
● 照明时间：8-10 小时
● 适用地区：年日照时间大于 2200 小时的地区
● 环境温度：-20℃ ~60℃

● Light from the ground height: 5-8m
● Applicable light source: LED
● Solar cells: high conversion rate monocrystalline silicon or 
polycrystalline silicon solar cell components
● Battery: fully sealed maintenance-free lead-acid batteries
● Control system: microcomputer intelligent control
● Lighting time: 8-10 hours
● Applicable areas: the sunshine time is greater than 2200 hours of 
the region
● Ambient temperature: -20 ℃ ~ 60 ℃

太阳能路灯系列
Solar Street Lamp Series

SO-TYN-011

SO-TYN-012

太阳能路灯系列
Solar road lamp series
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SO-TYN-014 SO-TYN-015

SO-TYN-016 SO-TYN-017 SO-TYN-018

SO-TYN-013

太阳能路灯系列
Solar road lamp series
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